Indian

Roadmaster, Roadmaster Elite, Chieftain, Chieftain Elite, Chieftain Limited, Chieftain Dark Horse, Chieftain, Springfield, Springfield Dark Horse, Chief Vintage, Chief Classic, Chief Dark Horse and Chief.
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Maintenance Key: I = Inspect, clean, adjust, correct or replace if necessary; P = Perform; R = Replace/Rebuild
L = Lubricate w/ proper lubricant; * = Replace at specified interval or annually; ** = Replace as specified or every 2 years
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Maintenance Key: I = Inspect, clean, adjust, correct or replace if necessary; P = Perform; R = Replace/Rebuild
L = Lubricate w/ proper lubricant; * = Replace at specified interval or annually; ** = Replace as specified or every 2 years
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SAFETY DURING SERVICE PROCEDURES

Failure to follow all recommended precautions and procedures could result in severe injury or death. Always heed all safety precautions
and follow all operation, inspection and maintenance procedures outlined in this manual.

* Improperly installed or adjusted components can make the motorcycle
unstable or hard to handle. Improperly installed electrical components
can cause engine or electrical system failure. In either event, damage or
serious injury could result. If you do not have the time, tools and
expertise necessary to complete a procedure properly, please see your
dealer for service.

* Review the safety-related maintenance information in the Safety
Maintenance section.

* Before beginning any maintenance procedure, read the instructions for
the entire procedure.

* Always position the motorcycle on a firm level surface before
performing service. Make sure the motorcycle will not tip or fall while
elevated or while on the sidestand. See the Elevating the Vehicle section
for details.

Hot engine and exhaust components can cause burns to skin and can
ignite a fire if exposed to flammable materials. Always park the
motorcycle clear of flammable materials and where people are not likely
to contact hot components.

‘Wear eye and face protection when using pressurized air.

Never start the engine or let it run in an enclosed area. Engine exhaust
fumes are poisonous and can cause loss of consciousness or death in a
short time.

During some procedures you may use potentially hazardous products
such as oil or brake fluid. Always follow the instructions and warnings on
the product packaging.
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ROAD TESTS

Before returning the motorcycle to regular use after performing
service, road test it in a safe environment. Pay special attention to
the proper fit and operation of all serviced components. Make any
corrections or additional adjustments necessary to ensure safe
vehicle performance.

MAJOR MAINTENANCE

Major repairs typically require technical skills and specially
designed tools. Emission system service requires special tools and
training and should be performed by your dealer. See the INDIAN

MOTORCYCLE Service Manual or an authorized INDIAN
MOTORCYCLE dealer or other qualified dealer.

BREAK-IN MAINTENANCE

Perform the break-in maintenance procedures when the

motorcycle’s odometer registers 500 miles (800 km). Please see
your authorized dealer for this service.

Performing the break-in maintenance will help ensure optimum
engine performance for the entire service life of the engine. Your
dealer will change engine oil, inspect all fluids and serviceable
components, ensure that all fasteners are tightened and make
other adjustments as needed.

PERIODIC MAINTENANCE

Inspect, clean, lubricate, adjust and replace parts as necessary.
When inspection reveals the need for replacement parts, use
genuine INDIAN MOTORCYCLE parts available from your dealer.
Record service and maintenance information on page 171.

Use of non-recommended lubricants and components can result
in damage to the motorcycle. Damage resulting from the use of
non-recommended products is not covered by warranty.

Perform maintenance at the intervals specified on page 87.
Vehicles subjected to severe use must be inspected and serviced
more frequently.

SEVERE USE DEFINITION

» high speed operation for extended periods

* low speed operation for extended periods

» operation in dusty or otherwise adverse conditions

» operation in cold weather (temperatures below freezing)
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PERIODIC MAINTENANCE TABLE

Odometer Reading in Miles (Kilometers)

Component
See table key below

500 (800)

2,500 (4,000) & every
' 15,000 (8,000) thereafter

5,000 (8,000)

10,000 (16,000)

15,000 (24,000)

20,000 (32,000)

25,000 (40,000)

30,000 (48,000)

35,000 (56,000)

30,000 (64,000)

45,000 (72,000)

50,000 (80,000)

Key Fob Battery *

Engine Compression
See page 139

—|

—|

—|

—|

—|

Engine Oil & Filter*
See page 93

|

|

|

|

|

|

|

Crankcase Vent

Engine Mount Fasteners

Engine

Oil Lines/Qil System Inspection (if equipped)

Air Filter
See page 95

—| -

=] -

=] -

=] -

—| -

=] -

=] -

Exhaust System
See page 139

I

I

Spark Plugs

I

R

Maintenance Key: I = Inspect, clean, adjust, correct or replace if necessary; P = Perform; R = Replace/Rebuild

L = Lubricate w/ proper lubricant; * = Replace at specified interval or annually; ** = Replace as specified or every 2 years





image4.png
Component
See table key below

500 (800)

2,500 (4,000) & every

5,000 (8,000)

10,000 (16,000)
15,000 (24,000)
20,000 (32,000)
25,000 (20,000)
30,000 (48,000)
35,000 (56,000)
30,000 (64,000)
45,000 (72,000)

50,000 (80,000)

Chassis

Battery/Connections
See page 129

—_

= |5,000 (8,000) thereafter

—

—
—
—
—
—
—
—
—_

—

Brake Fluid**

2o
:
;
:

o

Brake Lines/Brake Pads
See page 68

Clutch Cable
See page 111

Clutch Lever (Mechanical)
See page 110

Diagnostic Codes

Drive Belt (Rear)
See page 71

Drive Belt Tension Adjustment

I

I

See dealer or service manual for adjustment at indicated intervals and with each tire change thereafter.

Maintenance Key: I = Inspect, clean, adjust, correct or replace if necessary; P = Perform; R = Replace/Rebuild
L = Lubricate w/ proper lubricant; * = Replace at specified interval or annually; ** = Replace as specified or every 2 years
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Component
See table key below

500 (800)

2,500 (4,000) & every

5,000 (8,000)

10,000 (16,000)

15,000 (24,000)

20,000 (32,000)

25,000 (40,000)

30,000 (48,000)

35,000 (56,000)

30,000 (64,000)

45,000 (72,000)

50,000 (80,000)

Chassis

Electrical Equipment/Switches

—_

= 5,000 (8,000) thereafter

—

—

—

—_

—_

—

—

—

—_

—_

Evaporative Emission Control System gt
equipped)

—_

—

—

—

—

—_

—_

—

—

—

—_

—_

Fasteners
See page 140

Front Brake Lever
See page 67

ABS Components
See page 118

Front Fork Oil**
See page 107

R

R

Maintenance Key: I = Inspect, clean, adjust, correct or replace if necessary; P = Perform; R = Replace/Rebuild
L = Lubricate w/ proper lubricant; * = Replace at specified interval or annually; ** = Replace as specified or every 2 years
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Front Fork/Axle Ij1]I1 I I I I I I I I I
See page 107
Fuel System/Lines/Fittings I I |1 I I I I I I I I I
Fuel Filter -1 -1 - - - - - - - - R
See page 94
& | Gear Shift Lever Il 1|1 I I I I I I I I I
123
2 | Headlamp Ijr]1: I - I - I - I - I
O | See page 125
Rear Suspension Rocker I I |1 I L I I L I I L I
Rear Shock Unit Il 1|1 I I I I I I I I R
See page 70 and page 102

Maintenance Key: I = Inspect, clean, adjust, correct or replace if necessary; P = Perform; R = Replace/Rebuild
L = Lubricate w/ proper lubricant; * = Replace at specified interval or annually; ** = Replace as specified or every 2 years





